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Przektadnia planetarna PX110NO10

10:1

Cena brutto
Cena netto
Dostepnos¢
Czas wysyiki
Kod producenta
Kod producenta

Model

produktu

589,00 zt
478,86 zt
Dostepny
24 godziny
PX110
PX86
PX86N052

Przektadnia planetarna PX110NO10

NEMA43 110mm

Do silnikow krokowych, bez-szczotkowych, BLDC, pradu statego DC

Mozna zastosowac do kazdego silnika o kotnierzu o rozmiarach 110x110mm i $rednicy osi 16mm

parametry

maksymalny przenoszony moment obrotowy to 100Nm
ciggty moment obrotowy 70Nm
sprawnos¢ przektadni 86%

przetozenie 10:1

wymiary 110x110x102mm

wat fi 22mm

wat dtugos¢ 52mm

waga 5,2kg

luz katowy =30 Arcmin

IP - 65

gtosnos¢ 65db

znamionowe obroty wejsciowe - 3000rpm

W zestawie:

przektadnia
zestaw $rub mocujacych do silnika

wygenerowano w programie shopGold


https://sklep.akcesoria-cnc.pl/przekladnia-planetarna-px110n010-101-p-255.html

MAIN TECHNICAL SPECIFICATION

Stage Stage 1 Stage 2 Stage 3
Gear Ratio 3/4/5/6 10/12/16/20/24/30/36 64/96/144/216

Length(MM) 102 127 152
Rated load (N.M) 70 140 160
Maximum load (N.M) 100 170 180
Full load efficiency(%) 90 86 80
Return Gap(Arcmin) <20 <30 <45

Rated input speed(RPM) 3000 <3000 <3000
Level of protection(IP) 65 65 65
Weight(KG) 52 6.5 7.8
Noise(DB) <60 <60 <60

Service life(H) =20000 =20000 =20000

Lubrication

Grease(Long term lu brication )

Grease(Long term lubrication )

Grease(Long term lubrication )

Method of installation

Flange

Flange

Flange
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Wymiary

PX110 Stepper Series

DIMENSION (mm)
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Output One stage L=102 Two stage L=127 Input
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